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• Please read instruction carefully before
   assembling and installation

• Please keep instruction as reference in the future

 

• The products are suitable for indoor and outdoor use

 

绚丽隧道灯2代
絢麗隧道燈2代

350W
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Black      score dimension 148 x 210 mm

Simplitz® Tunnel Light V2

Screws not included

4x

M10

Simplitz Tunnel Light V2  25W/50W

Simplitz Tunnel Light V2  90W/120W
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Torque
15Nm
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Black      score dimension 148 x 210 mm

Simplitz Tunnel Light V2  150W

Simplitz Tunnel Light V2  200W/240W
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Black      score dimension 148 x 210 mm

Simplitz Tunnel Light V2  350W
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l

Wattage/
/

Input 
Voltage/

/

Input 
Current/

/

Weight/
/ IP Ta

Simplitz Tunnel Light V2  25W/50W 25W/50W

220-240
VAC

0.11A/0.23A

66 50°C

Simplitz Tunnel Light V2  90W/120W 90W/120W 0.41A/0.55A 3.53kg

2.79kg

4.49kg

4.74kg200W/240W 0.91A/1.09A

Mounting height <7m
<7

3.0/6.0
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Simplitz Tunnel Light V2  200W/240W

8.61kg350W 1.59ASimplitz Tunnel Light V2  350W

Simplitz Tunnel Light V2  150W 150W 0.68A
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Black      score dimension 148 x 210 mm

Aw=Area Windward / 

IP66 (or above) box must be used for cable 
connection. IP boxes need to be ordered by 
customer, OSRAM do not provide the IP boxes.
IP66 IP

ø7-9mm
75mm

50mm

3 x 1.0mm2

8mm

15045111 Simplitz Tunnel UI APAC OSRAM v7.indd   5 7/8/2018   10:02 AM

Simplitz® Tunnel Light V2 绚丽隧道灯2代 絢麗隧道燈2代| |

1500mm

Aw = 354cm² Aw = 487cm² Aw = 674cm² Aw = 940cm² Aw = 1887cm²

25W/50W 90W/120W 150W 200W/240W 350W



7.  

8. The luminaire should be positioned so that prolonged staring into the luminaire at a distance closer 
than 2.9 m is not expected.

Traxon Technologies Ltd. 
Room 113, 1/F, Wireless Centre, 3 Science Park East Avenue, Shatin, New Territories, Hong Kong 

Traxon Technologies Europe GmbH 
Karl-Schurz-Str. 38, 33100 Paderborn, Germany 

Traxon Lighting Company Limited 
B402 - B421, Building 6, Northwest Shenjiu Science and Technology Pioneer Park, the intersection of 
Taohua Road and Binglang Road, Fubao Community, Fubao Street, Futian District, Shenzhen 
卓生照明有限公司 
深圳市福田区福保街道福保社区桃花路与槟榔道交汇处西北深九科技创业园 6 号楼 B402- B421 

www.traxon-ecue.com 
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